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4 L/min

8 L/min

N/A N/A

15 L/min

25 L/min

N/A N/A

•	 Available in Oxygen & Medical Air
•	 Oxygen is available in 25, 15, 8 and 4 L/min
•	 Medical Air is available in 25 and 15 L/min

FM-15UO-F2XX-D FM-15UA-F2XX-D

FM-04UO-F2XX-D FM-04IO-F2XX-D

FM-08IO-F2XX-DFM-08UO-F2XX-D

FM-25UO-F2XX-D FM-25UA-F2XX-D

FM-15IO-F2XX-D

FM-25IO-F2XX-D

FM-15IA -F2XX-D

FM-25IA -F2XX-D

•	 Small and light weight
•	 Color coded labelling for specific gas
•	 Easy to read window

DIAL FLOWMETERS

ANSI ISO
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OXYGEN THERAPY

DIAL FLOWMETERS
ANSI ISO

OXYGEN MEDICAL AIR OXYGEN MEDICAL AIR

1/8" NPT Female

FM-04UO-F2XX-D
FM-08UO-F2XX-D 
FM-15UO-F2XX-D 
FM-25UO-F2XX-D

FM-15UA-F2XX-D
 FM-25UA-F2XX-D

FM-04IO-F2XX-D
FM-08IO-F2XX-D 
FM-15IO-F2XX-D 
FM-25IO-F2XX-D

FM-15IA-F2XX-D
 FM-25IA-F2XX-D

DISS Nut & Nipple

FM-04UO-DNXX-D
FM-08UO-DNXX-D  
FM-15UO-DNXX-D 
FM-25UO-DNXX-D

FM-15UA-DNXX-D
FM-25UA-DNXX-D 

FM-04IO-DNXX-D
FM-08IO-DNXX-D  
FM-15IO-DNXX-D 

FM-25UO-DNXX-D

FM-15IA-DNXX-D
FM-25IA-DNXX-D 

DISS Handtight

FM-04UO-DHXX-D
FM-08UO-DHXX-D
FM-15UO-DHXX-D 
FM-25UO-DHXX-D

FM-15UA-DHXX-D
FM-25UA-DHXX-D 

FM-04IO-DHXX-D
FM-08IO-DHXX-D
FM-15IO-DHXX-D 
FM-25IO-DHXX-D

FM-15IA-DHXX-D
FM-25IA-DHXX-D 

Ohmeda

FM-04UO-OHXX-D
FM-08UO-OHXX-D 
FM-15UO-OHXX-D 
FM-25UO-OHXX-D

FM-15UA-OHXX-D
FM-25UA-OHXX-D 

FM-04IO-OHXX-D
FM-08IO-OHXX-D 
FM-15IO-OHXX-D 
FM-25IO-OHXX-D

FM-15IA-OHXX-D
FM-25IA-OHXX-D 

Chemetron

FM-04UO-CHXX-D
FM-08UO-CHXX-D 
FM-15UO-CHXX-D 
FM-25UO-CHXX-D

FM-15UA-CHXX-D
FM-25UA-CHXX-D 

FM-04IO-CHXX-D
FM-08IO-CHXX-D 
FM-15IO-CHXX-D 
FM-25IO-CHXX-D

FM-15IA-CHXX-D
FM-25IA-CHXX-D 

Puritan Bennett

FM-04UO-PBXX-D
FM-08UO-PBXX-D 
FM-15UO-PBXX-D 
FM-25UO-PBXX-D

FM-15UA-PBXX-D
FM-25UA-PBXX-D 

FM-04IO-PBXX-D
FM-08IO-PBXX-D 
FM-15IO-PBXX-D 
FM-25IO-PBXX-D

FM-15IA-PBXX-D
FM-25IA-PBXX-D 

Oxequip

FM-04UO-XQXX-D
FM-08UO-XQXX-D  
FM-15UO-XQXX-D 
FM-25UO-XQXX-D

FM-15UA-XQXX-D 
FM-25UA-XQXX-D 

FM-04IO-XQXX-D
FM-08IO-XQXX-D  
FM-15IO-XQXX-D 
FM-25IO-XQXX-D

FM-15IA-XQXX-D 
FM-25IA-XQXX-D 

MedStar

FM-04UO-MSXX-D
FM-08UO-MSXX-D  
FM-15UO-MSXX-D 
FM-25UO-MSXX-D

FM-15UA-MSXX-D
FM-25UA-MSXX-D 

FM-04IO-MSXX-D
FM-08IO-MSXX-D  
FM-15IO-MSXX-D 
FM-25IO-MSXX-D

FM-15IA-MSXX-D
FM-25IA-MSXX-D 

British  BOC N/A N/A

FM-04IO-BMXX-D
FM-08IO-BMXX-D
FM-15IO-BMXX-D
FM-25IO-BMXX-D

FM-15IA-BMXX-D
FM-25IA-BMXX-D

German DIN N/A N/A

FM-04IO-GMXX-D 
FM-08IO-GMXX-D 
FM-15IO-GMXX-D 
FM-25IO-GMXX-D

FM-15IA-GMXX-D
FM-25IA-GMXX-D

French AFNOR N/A N/A

FM-04IO-FMXX-D
FM-08IO-FMXX-D
FM-15IO-FMXX-D
FM-25IO-FMXX-D

FM-15IA-FMXX-D
FM-25IA-FMXX-D

Scandanavian AGA N/A N/A

FM-04IO-ZMXX-D
FM-08IO-ZMXX-D
FM-15IO-ZMXX-D
FM-25IO-ZMXX-D

FM-15IA-ZMXX-D
FM-25IA-ZMXX-D

Australian SIS N/A N/A

FM-04IO-AHXX-D
FM-08IO-AHXX-D
FM-15IO-AHXX-D
FM-25IO-AHXX-D

FM-15IA-AHXX-D
FM-25IA-AHXX-D

For ISO colors replace the “U” with “I”.  To add a Power Take-Off to a Dial Flowmeter add “PT” before the “-D”. Please contact us for other flowmeter configurations.

DIAL FLOWMETER ORDERING MATRIX



Flowmeter & Manifold Bracket
Flowmeter with DISS Handtight 
adapter, tubing nipple; manifold 
bracket with one DISS Male and two 
DISS Male checks

Item Numbers

0-15 L/min 02

7721-1260-921
0-15 L/min Air
7721-1264-921
LoFlo 3.5 02

7721-1305-921

FLOWMETER ACCESSORIES

Oxygen Humidifiers
Ohio Medical’s Oxygen Humidifiers use the “bubble-type” humidification 
process to provide moisture to the oxygen stream.

Disposable Humidifier 
Item Number
6700-0672-800

Resuable Humidifier
Item Number
6700-0338-800

Manifold Bracket with DISS Adapters 
With two DISS Male check units; one DISS Male 
adapter, one 1/8” NPT with plug

Item Numbers
6700-0411-800	 6700-0412-800
Oxygen		  Medical Air

Tubing Nipples
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Item Color Quantity Item Number

Green
20 FM-SWIVEL-G20

100 FM-SWIVEL-G100

Yellow
20 FM-SWIVEL-Y20

100 FM-SWIVEL-Y100

Clear
20 FM-SWIVEL-C20

100 FM-SWIVEL-C100

Black
20 FM-SWIVEL-B20

100 FM-SWIVEL-B100

White
20 FM-SWIVEL-W20

100 FM-SWIVEL-W100

Black & White
20 FM-SWIVEL-BW20

100 FM-SWIVEL-BW100

Blue
20 FM-SWIVEL-BL20

100 FM-SWIVEL-BL100

Chrome
20 FM-SWIVEL-CH20

100 FM-SWIVEL-CH100

Chrome
 (with chain)

20 FM-CHSWIVEL-CH20

100 FM-CHSWL-CH100



FLOWMETER ACCESSORIES

Block Assemblies

QUAD BLOCK

QB-F4

T-BLOCK

TB-F2

Y-BLOCK

YB-F4YB-F2

O2 Flow Selector Valve
Toggle switch selects
Flowmeter O2 or Humidified O2

Item Number
6700-0402-200

8.5” Security Wire 
For securing equipment to 
wall outlets. Compatible 
with flowmeters and 
vacuum regulators.

Item Number
6700-0403-200

O2 Instant Flow Valve Fork 
Flowmeter is “ON” but is turned 
“OFF” by the bag on the fork.
•	 Immediate bag inflation
•	 Saves oxygen

Item Number
6700-0400-200

8.5” Security Chain 
For securing equipment to 
wall outlets. Compatible 
with flowmeters and 
vacuum regulators.

Item Number
6700-0404-200

Gauge Pole Clamp  
for 0.75” - 1.50” Poles with  
1/4” NPT Female & 1/8” NPT Tubing & 
Nipple Gas or Vacuum

Item Number
6700-0406-200

Cylinder Wrench with Chain
Item Number
6700-0020-300

BLOCK ASSEMBLY ORDERING MATRIX:
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German Male GM
Japanese Male JM

1/8" NPT M2
1/4” NPT M4
MedStar MS
Ohmeda OH

Puritan Bennett PB
Scharder SH
Oxequip XQ

AGA Male ZM

BB - FM - XXXXXX

USA U
ISO I

COLOR CODE
Nitrous Oxide 2

Medical Air A
Carbon Dioxide C

Heliox H
Oxygen O

GAS TYPE

Australian Handtight AH

British Male BM

Chemetron CM

1" DISS Nut D1

Demand Check DC

DISS Handtight DH

DISS Male DM

1/8” FPT F2

1/4” FPT F4

French Male FM

INLET CONNECTIONS
1 L/min 01
3 L/min 03
4 L/min 04
8 L/min 08

12 L/min 12
15 L/min 15
16 L/min 16
25 L/min 25

200 cc/min 200

FLOWRATE
Quad Block QB

T-Block TB
Y-Block YB

BLOCK

Please contact us for information about our MR Conditional options.



Flowgauge Regulator
•	 Gas color-coded, easy-to-read gauge
•	 Available in ranges of 2-15 L/min O2 and 0.1-1 L/min O2 for COPD 

and Pediatric use
•	 2-8 L/min Air option
•	 Large, easy-to-grasp knob
•	 Ideal for transport
•	 Inlet pressure of 3000 psig maximum
•	 Outlet pressure to Flowgauge 50 psig ± 2 psig
•	 Equipped with O2 DISS and color-coded plastic tubing nipple

Flowmeter Regulator
•	 Quality Ohio Medical Pressure Compensated Flowmeter
•	 Accurate flow range of 0-15 L/min for O2 or Air
•	 Expanded 0-15 L/min scale for low flow applications
•	 Inlet pressure of 3000 psig maximum
•	 Outlet pressure to Flowmeter 50 psig ± 2 psig
•	 Oxygen or air flowmeter equipped with O2 DISS and color-coded 

plastic tubing nipple 

Preset Regulator
•	 Uniform preset 50 psi output pressure for O2 and Air
•	 DISS outlet with demand check
•	 Inlet pressure of 3000 psig maximum
•	 Outlet pressure of 50 psig ± 2 psig

MEDICAL GAS REGULATORS

Ohio Medical’s Gas Regulators safely reduce high pressure gases from a cylinder to pressures suitable for the operation of therapeutic 
medical equipment.

Ohio Medical offers three models of Medical Gas Regulators which include a Flowgauge, Flowmeter and Preset model.  All three models 
are constructed of brass and finished in chrome.  All metal parts that channel the gas stream are brass.  There are no aluminum parts in 
the high or low pressure gas stream.  All are single stage regulators.  Outlet ports are 1/4” NPT Female.

For extended reliability and safety, all regulators are equipped with sintered metal inlet filters that absorb heat and protect the regulator 
from foreign particles.  Each regulator also contains an encapsulated seat assembly for long life and ease of maintenance, plus a safety 
relief valve to protect against over-pressurization.  The flowmeter and flowgauge models include a plastic tubing nipple. 
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MEDICAL GAS REGULATORS

Gas Range Inlet Fitting Outlet Item Number Fits Cylinders

O2 2-15 L/min Yoke-CGA 870 O2 DISS 6700-1243-900 e

O2 2-15 L/min Hand-Tight-CGA 540 O2 DISS 6700-1242-900 M, G, H

O2 2-15 L/min Nut & Gland-CGA 540 O2 DISS 6700-1320-900 M, G, H

O2 0.1-1 L/min Yoke-CGA 870 O2 DISS 6700-0118-900 e

Air 2-8 L/min Hand-Tight-CGA 346 O2 DISS 6700-1301-900 M, G, H

Flowgauge Regulators

Gas Range Inlet Fitting Outlet Item Number Fits Cylinders

O2 0-15 L/min Yoke-CGA 870 O2 DISS 6700-1241-900 e

O2 0-15 L/min Hand-Tight-CGA 540 O2 DISS 6700-1240-900 M, G, H

O2 0-15 L/min Nut & Gland-CGA 540 O2 DISS 6700-1321-900 M, G, H

Air 0-15 L/min Hand-Tight-CGA 346 O2 DISS 6700-1300-900 M, G, H

Gas Range Inlet Fitting Outlet Item Number Fits Cylinders

O2 0-15 L/min Yoke-CGA 870 O2 DISS Check 6700-1327-900 e

O2 0-15 L/min Hand-Tight-CGA 540 O2 DISS Check 6700-1329-900 M, G, H

O2 0-15 L/min Nut & Gland-CGA 540 O2 DISS Check 6700-1328-900 M, G, H

Gas Outlet Pressure Inlet Fitting Outlet Item Number Fits Cylinders

O2 50 psi Yoke-CGA 870 O2 DISS Check 6700-1245-900 e

O2 50 psi Hand-Tight-CGA 540 O2 DISS Check 6700-1244-900 M, G, H

O2 50 psi Nut & Gland-CGA 540 O2 DISS Check 6700-1322-900 M, G, H

Air 50 psi Hand-Tight-CGA 346 Air DISS Check 6700-1302-900 M, G, H

Air 50 psi Yoke-CGA 950 Air DISS Check 6700-1303-900 e

Flowmeter Regulators
Threaded Connection

DISS Connection  
(Regulator has DISS Male check unit; Flowmeter has DISS Female Handtight)

Preset Regulators

Flowgauge with Yoke 
(CGA 870)

Flowgauge with Hand-Tight 
(CGA 540 or 346)

Flowgauge with Nut & Gland 
(CGA 540)

Preset with Yoke 
(CGA 870 or 950)

Preset with Hand-Tight 
(CGA 540 or 346)

Preset with Nut & Gland
 (CGA 540)

Flowmeter with Hand-Tight 
(CGA 540 or 346)

Flowmeter with Nut & Gland 
(CGA 540)

Flowmeter with Yoke 
(CGA 870)
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MEDICAL GAS REGULATORS
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•	 Available in 50 psi preset
•	 Available with a Nut and Nipple or Yoke Style  
•	 Aluminum body with brass core
•	 Built in flowmeter available in 0-4 L/min, 0-8 L/min,  0-15 L/min, 0-25 L/min

GR4-870

Replace "T" with "D" for DISS Male Port.

540 Nut & Nipple 870 Yoke Style

0-4 L/min GR4-540GX-T GR4-870GX-T

0-8 L/min GR8-540GX-T GR8-870GX-T

0-15 L/min GR15-540GX-T GR15-870GX-T

0-25 L/min GR25-540GX-T GR25-870GX-T

3 Port Click Style
25L/min 870 Click Style Gas Regulator 
with 2 Power Take-Offs and Tubing Nipple

•	 All brass in high-pressure and relief-valve zones
•	 20-micron, sintered-bronze inlet filter
•	 Teflon pressure regulating seat
•	 Viton and silicone o-rings
•	 FDA-recommended brass and viton seal washer 

Item Number
GR25-870VX-TPP

CLICK STYLE GAS REGULATOR ORDERING MATRIX:

Basic matrix shown. For customization or power take off 
options, please contact your sales representative. Not 

all configurations are possible. All configurations are 50 
psi preset unless specified.

4 L/min 4
8 L/min 8

15 L/min 15
25 L/min 25

FLOWRATE
Yoke 870

Nut & Nipple 540

CONNECTION TYPE
Nipple T

DISS Male D

FLOW PORT

GR(X)X-YYYGX-X

CLICK STYLE COMPACT STYLE

GR-540

Nut & Nipple Yoke Style

Oxygen GR-540 GR-870

Medical Air GR-346 GR-950

Nitrous Oxide GR-326 GR-910

Carbon Dioxide GR-320 GR-940

•	 Available with a Nut and Nipple or Yoke Style
•	 Available in Oxygen, Medical Air, Nitrous Oxide, Carbon Dioxide
•	 Machined brass
•	 Available with standard Thorpe or Dial Style flowmeter options
•	 Preset 50 psi or 60 psi
•	 Standard compact Gas Regulators are fitted with a DISS output with 

demand check

O2 Nut & Nipple 540
N2O Nut & Nipple 326

Medical Air 
Nut & Nipple 346

CO2 Nut & Nipple 320
NIT Nut & Nipple 580

Heliox Nut & Nipple 280
O2 Yoke Style 870

N2O Yoke Style 910
Medical Air Yoke Style 950

 CO2 Yoke Style 940
NIT Yoke Style 960

O2 CGA 540 1\4" FNPT F4O
Medical Air 

CGA 346 1\4" FNPT F4A

GAS & CONNECTION

COMPACT GAS REGULATOR ORDERING MATRIX:

GR-WWW-(XXXX)-(YY)(Z)

Pediatric and neonatal flowmeters are not available on compact 
gas regulators. For customization or power take off options, 

please contact your sales representative. Not all configurations 
are possible. All configurations are 50 psi (ANSI) preset unless 

specified. Please contact us for information about our MR 
Conditional options.

15 L/min FM15
8 L/min FM08

Dial | 15 L/min FMD1
Dial | 25 L/min FMD2

N2O & CO2  | 12 L/min FM12
Heliox | 16 L/min FM16

OPTIONAL FLOWMETER

60 psi 
ANSI Colors

8

60 psi
ISO Colors

H

50 psi
ISO Colors

I

ADDITIONAL  
OPTIONS

Power Take-off for FM PT
Swivel for FM SW

ADDITIONAL OUTLET



6750-0018-907

OHIO MEDICAL BLENDERS

Ohio Medical’s Medical Air/O2 blenders combine compressed medical air and oxygen to deliver blended pressurized gas at a precise oxygen 
concentration (FiO2) determined by the user. NEO2 Blend are equipped with a unique gas bleed ON/OFF switch to increase accuracy when needed, 
conserve gas and reduce worries. We offer models with multiple outlet ports that deliver the same highly accurate selected FiO2. Most models can 
be customized to include a flowmeter attachment with a variety of flow rates available. The blenders contain an audible alarm which warns the user 
if either of the gas sources change by more than 20 psi from the other. These blenders are suitable for respiratory applications including routine 
therapy, ventilator gas supply, sophisticated life-support and critically-limited NICU procedures.

Description Item Numbers

NEO2 Blend equipped with unique on/off bleed switch and assembled flowmeters  ANSI ISO

          0-15 L/min (left) and 0-1 L/min (right) Flowmeters 6750-0018-907 6750-0018-927

          0-15 L/min (left and right) Flowmeters 6750-0018-910 6750-0018-930

          0-15 L/min (left) and 0-3.5 L/min (right) Flowmeters 6750-0018-919 6750-0018-939

Low Flow Blender with on/off Bleed Knob (One Left Port)

        No Flowmeters 6750-0019-907 6750-0019-907

        0-1 L/min Flowmeter (left) 6750-0019-908 6750-0019-928

        0-3.5 L/min Flowmeter (left) 6750-0019-909 6750-0019-929

        0-15 L/min Flowmeter (left) 6750-0019-910 6750-0019-930

Low Flow Blender (Left and Right Port)

        No Flowmeters 6750-0020-907 6750-0020-907

        Empty (left)  and 0-15 L/min (right) Flowmeter 6750-0020-910 6750-0020-930

        0-15 (left) and 0-1 L/min (right) Flowmeters 6750-0020-918 6750-0020-938

        0-15 (left) and 0-3.5 L/min (right) Flowmeters 6750-0020-919 6750-0020-939

        0-15 (left) and 0-15 L/min (right) Flowmeters 6750-0020-927 6750-0020-937

High/Low Blender (Right and Bottom Port)

        No Flowmeters 6750-0024-907 6750-0024-907

        0-15 L/min Flowmeter 6750-0024-910 6750-0024-930

High/Low Blender with 3 Ports

        No Flowmeters 6750-0025-907 6750-0025-907

        Empty (left)/ and 0-15 L/min (right) Flowmeter 6750-0025-910 6750-0025-930

High/Low Blender with 0-15 L/min Flowmeter and a unique on/off bleed switch 6750-0026-910 6750-0025-930

6750-0018-927

ANSI ISO

Specifications are nominal, subject to change without notice. Ohio Medical’s Medical Air/O2 Blenders are compatible with Ethylene Oxide Gas (ETO) cold 
sterilization. Other configurations available; please contact your sales representative for details.

OHIO MEDICAL BLENDERS
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BL-HUD-DMDMX BL-LUD-DMDMD

AMVEX BLENDERS

AMVEX BLENDER ORDERING MATRIX:

The 120 H/L High-Low Air/O2 Blender’s versatile, low maintenance, 
durability, dual range blender is ideal for equipment requiring flows from 
2-120 L/min.

The 30L Low Air/O2 Blender has increased accuracy at even the lowest flow 
range, this blender is perfect for NICU and Newborn Nursery. It is also a 
great choice for air, ground and in-house transports, or when blended gas 
flows under 30 L/min are required.

Hose Kits

AIR
3ft

OXYGEN
3ft

Ohmeda®
6700-4001-815

Chemetron®
6700-4002-815

Puritan Bennett®
6700-4004-815

DISS Hexnut
6700-4003-815

DISS Handtight
6700-4010-815

Ohmeda®
6700-4005-815

Chemetron®
6700-4007-815

Puritan Bennett®
6700-4009-815

DISS Hexnut
6700-4008-815

DISS Handtight
6700-4011-815

AIR
10ft

OXYGEN
10ft

Includes one air hose and one oxygen hose, each configured with 
blender DISS input connection & choice of wall connection. 
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BL - XUD - XXXXX
High/Low H

Low L

FLOWRATE

None XX
DISS Male DM

LEFT PORT
None XX

DISS Male DM

RIGHT PORT
None X

DISS Male D

BOTTOM PORT



MiniOX® 3000 Oxygen Monitor
For continuous oxygen monitoring, the MiniOX® 3000 Oxygen Monitor is portable, easy to use, and is designed for in-line oxygen monitoring in hospital, 
home ventilator, NICU, and anesthesia delivery equipment applications. Powered by one 9-volt battery, the MiniOX® 3000 Oxygen Monitor provides up to 
1500 hours of use. Each unit is shipped complete 
with sensor, coiled cable, tee adapter and battery. 

Key Features:
•	 High and low oxygen concentration alarms
•	 Automatic calibration 
•	 Battery life indicators with alarms 
•	 Sensor/cable disconnect alarm 
•	 Alarm verification indicator 
•	 Extra-large display window
•	 Integral tabletop stand

Item Numbers
814365  ANSI

711451  ISO

Replacement Sensor
406931

MINIOX

MiniOX 3000 Specifications
Range 0-100% O2

Resolution 0.1 O2 increments

Linearity ±1%

Power Supply One 9-volt battery

Battery Life Approx. 1500 hours

Operating 
Temperature Range 0° to 40°C (32° to  104°F)

Storage  
Temperature Range -40° to -106°C (-40° to 158°F)

Humidity 5-95% RH (non-condensing)

Weight 9.2 oz (261 g)

Sensor Specifications
Type Galvanic

Life At least one year under normal medical conditions

Response time 97% of final value in 20-30 seconds

MiniOX 100 Specifications
Range 0-99.9% O2

Resolution 0.1 O2 increments

Linearity ±1%

Power Supply One internal, non-replaceable, lithium battery

Battery Life Approx. 1850 hours

Operating 
Temperature Range 15° to  40°C (59° to 104°F)

Storage  
Temperature Range -15° to 50°C (5° to 122°F)

Humidity 0-95% RH (non-condensing)

Weight 3 oz (85 g)
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MiniOX® 100
The MiniOX 100 hand held oxygen analyzer 
is simple to use with one-touch calibration 
and a calibration reminder combined with a 
two-year warranty, auto-off and a compact 
design. This analyzer is great for spot-
checking the O2 percentage in hospitals, 
clinics and homecare environments. 

Item Numbers
600100 ANSI
600101 ISO



MiniOX Accessories
Description Item Number

Oxygen Sensor for MiniOX 1, II*, III* & 3000 406931

Oxygen Sensor for MiniOX 200 606930

Oxygen Sensor for MiniOX 200E 606940

Pole Mounting Bracket 474664

Wall Mounting Bracket 10023945

Tee Adapter 473021

*MiniOX II & III are discontinued.

MINI OX

MiniOX® 200
The MiniOX 200 was designed 
with simplicity and portability in 
mind. This analyzer quickly adapts 
for use in tubing applications 
and is ideal for checking oxygen 
percent accuracy in line or on 
concentrations. Its patented 
ergonomic design fits comfortably 
in your hand and features simple 
one-touch on/off and calibration. 
For applications needing an external 
sensor, check out the MiniOX 200E.  

Item Numbers
600200 ANSI
600201 ISO

Replacement Sensor
606930

MiniOX 200 Specifications
Range 0-100% O2

Resolution 0.1% O2 increments

Linearity ±1%

Power Supply Two AA alkaline batteries

Battery Life Approx. 5000 hours

Operating 
Temperature Range 15° to  40°C (59° to 104°F)

Storage  
Temperature Range -15° to 50°C (5° to 122°F)

Humidity 0-95% RH (non-condensing)

Weight 6.4 oz (170 g)

MiniOX 200e Specifications
Range 0-100% O2

Resolution 0.1% O2 increments

Linearity ±1%

Power Supply Two AA alkaline batteries

Battery Life Approx. 5000 hours

Operating 
Temperature Range 15° to  40°C (59° to 104°F)

Storage  
Temperature Range -15° to 50°C (5° to 122°F)

Humidity 0-95% RH (non-condensing)

Weight 9.6 oz (285 g)

MiniOX® 200E
The MiniOX 200E is best used anywhere 
an inline analyzer is needed, when alarms 
are not deemed important. It is especially 
useful in conjunction with older ventilators 
or oscillators. Designed with simplicity and 
portability in mind, this analyzer quickly 
adapts for use in tubing applications and is 
ideal for checking oxygen percent accuracy 
in line or on concentrations. Its patented 
ergonomic design fits comfortably in your 
hand and features simple one-touch on/
off and calibration. The MiniOX 200E will 
calibrate to room air (20.9%) or 100% 
Oxygen. It is ideal for applications needing 
an external sensor. 

Item Numbers
600210 ANSI
600211  ISO

Replacement Sensor
606940
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Compatible Console Wall Outlets & Adapters

* The Chemetron (NCG) outlet has a 
round or rectangular keyway below 

the bottom screw. Chemetron vacuum 
and air wall outlets installed prior to 

1966 have round keyways. Chemetron 
vacuum and air wall outlets installed 
post 1966 have rectangular keyways. 
All Chemetron (NCG) oxygen keyways 

are round.

WALL OUTLET/ADAPTER IDENTIFICATION
Example of Final Product:

International Fittings
IF-AGMO-HB4

IF-AGFO-HB4

IF-GMIO-F2

IF-GFIO-M2

IF-NMIO-HB4

IF-NFIO-HB4

IF-BMIO-M2

IF-BFIO-F2

IF-FMIO-M2

IF-FFIO-M4

IF-AMIO-F2 IF-UMIO-M2

IF-UFIO-HB4

1/8” MNPT 1/4” MNPT 1/4” Hose Barb 1/8” FNPT 1/4” FNPT 5/16” Hose Barb

M2 M4 HB4 F2 F4 HB5

IF-JMUO-HB4

IF-JFUO-F2IF-AHIO-HB4

For gases other than Oxygen please replace the “O”
 in the item number with the following: 

“A”: Medical Air,   “2”: Nitrous Oxide,   “V”: Vacuum
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HOSES & FITTINGS

Diamond - Ohmeda Puritan Bennett™Chemetron®*DISS Handtight + 
DISS Nut & Gland

Schrader

Japanese - Korean

OES Twist - Oxequip®MedStar®

BS - British

Adapters contain a keyed feature for each gas to eliminate the 
possibility of the user connecting the device into the incorrect wall 
outlet and subsequently the wrong gas source. Use the photo grid 
below for proper outlet adapter identification. 

DIN - German AGA - Scandinavian AFNOR - French

SIS - Australian UNIFOR - Italian NIST - European
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BULK HOSES

Drop Hoses

Hose Clamp for 1/4” Hose
Item Number
HS-CLAMP-500

Heavy Duty Hose Retractor
Item Number

HS-RET-HD
Extends 3 feet

Gas Conductive Non-Conductive
Oxygen HS-01U-OC4 HS-01U-ON4

Oxygen HS-01I-OC4 HS-01I-ON4

Medical Air HS-01U-AC4 HS-01U-AN4

Medical Air HS-01I-AC4 HS-01I-AN4

Carbon Dioxide
HS-01U-CC4 HS-01U-CN4 

HS-01I-CC4 HS-01I-CN4 

Nitrogen 
HS-01U-NC4 HS-01U-NN4

HS-01I-NC4 HS-01I-NN4

Nitrous Oxide 
HS-01U-2C4 HS-01U-2N4

HS-01I-2C4 HS-01I-2N4

Instrument Air
HS-01U-IC4 N/A

HS-01I-IC4 N/A

Vacuum 1/4” HS-01U-VC4 HS-01U-VN4

Vacuum 1/4” HS-01I-VC4 HS-01I-VN4

Vacuum 5/16” HS-01U-VC5 N/A

Vacuum 5/16” HS-01I-VC5 N/A

Wagd 1/4” 
 HS-01U-WC4 N/A

 HS-01I-WC4 N/A

Wagd 5/16” 
HS-01U-WC5 HS-01U-WN5

HS-01I-WC5 HS-01I-WN5

General Purpose 
N/A HS-01U-GN4

N/A HS-01I-GN4
ISO option shown in gray.LISTED

8M33

View & Configure Online 
Our easy-to-use online item configurator makes configuring your hose assemblies and fittings quick and easy. Visit 
www.ohiomedical.com to get started.

5 Year Warranty 
Our adapters and couplers come with a 5 year warranty.

Individually Tested 
All of our products are 100% tested. We ensure that every single unit we send out meets our high quality 
standards.

Custom Options 
Our hose assemblies are completely customizable and made to order. Our fittings are available with a variety of 
inlet connections so that you can configure the hose to meet your specific needs.

Affordable 
Our products are competitively priced with bulk discounts available for additional savings.



General Purpose 1/4” G4
Non-Conductive 1/4” N4

Non-Conductive 5/16” N5

HS-UUYZ-XXYYXX
USA U
ISO I

Blue B
Black Non-Conductive K

Pin Stripe (ISO Air) P
Stripe S
White W

COLOR CODE
LENGTH ( IN  FEET)

Conductive 1/4” C4
Conductive 5/16” C5

Non DHP Rehau 1/4” D4
Emission Hose 1/4” E4

HOSE TYPE
Nitrogen N
Oxygen O

Medical Vacuum V
WAGD W

INLET &  OUTLET CONNECTIONS

Nitrous Oxide 2
7 Bar 7

Medical Air A
Carbon Dioxide C

General Purpose G
Heliox H

Instrument Air I
O2He J

GAS TYPE

DISS Hex Nut DF
DISS Hex Nut/90˚Elbow DA

DISS Male with Demand Check DC
DISS Male with no Demand Check DM

DISS Male with no Demand Check with Elbow DE
DISS Nut with Elbow NE

French Male FM
French Male Angled FE

German Male Check Angled GC
German Male no Check Angled GE

German Male Straight GM
Japanese Female JF

1/4" FNPT Brass Swivel  4S

1/4” FNPT F4

1/4” Hose Barb T4

1/4” MNPT M4

1/8" MNPT M2

1/8” FNPT F2

1/8” MNPT with Elbow 2E

3/8” FNPT F6

3/8” MNPT M6

AGA Female ZF

AGA Female with Elbow ZE

AGA Male ZM

Air M16 Adapter 16
Australian Handtight AH

Australian Male AM
Blank XX

Blender Connection BL
British Female BF

British Male BM
Chemetron Female CF

Chemetron Male CM
Chemetron Male with Elbow CE

DISS Handtight DH
DISS Handtight with Elbow HE

Japanese Male JM
MedStar Female MF

MedStar Male MM
NIST Female NF

NIST Male NM
NIST Male Angled NA

Ohmeda Female OF
Ohmeda Male OM

Ohmeda Male with Elbow OE
Oxequip Male XM

Oxequip Male with Elbow XE
Puritan Female PF

Puritan Male PM
Puritan Male with Elbow PE

Schrader Female SF
Schrader Male SM

Schrader Swivel Adapter SS

HOSE ORDERING MATRIX:
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HOSES & FITTINGS

•	 CE and CSA options available
•	 Available in custom lengths and configurations 
•	 Available in a variety of gases
•	 Available in USA and ISO colors
•	 Hose assemblies are also available with international fittings (NIST, British, etc.)

Ohmeda Adapter Chemetron  Adapter DISS Handtight DISS Hex Nut DISS Male with  Demand Check

Ohmeda Coupler
HS-XXYZ-OFOMC4 HS-XXYZ-OFCMC4 HS-XXYZ-DHOFC4 HS-XXYZ-DFOFC4 HS-XXYZ-OFDCC4

Chemetron Coupler
HS-XXYZ-CFOMC4 HS-XXYZ-CFCMC4 HS-XXYZ-CFDHC4 HS-XXYZ-CFDFC4 HS-XXYZ-CFDCC4

DISS Handtight
HS-XXYZ-DHOMC4 HS-XXYZ-DHCMC4 HS-XXYZ-DHDHC4 HS-XXYZ-DFDHC4 HS-XXYZ-DHDCC4

         

DISS Hex Nut
HS-XXYZ-DFOMC4 HS-XXYZ-DFCMC4 HS-XXYZ-DFDHC4 HS-XXYZ-DFDFC4 HS-XXYZ-DFDCC4

DISS Male with Demand Check
HS-XXYZ-DCOMC4 HS-XXYZ-CMDCC4 HS-XXYZ-DHDCC4 HS-XXYZ-DFDCC4 HS-XXYZ-DCDCC4

HOSE ASSEMBLIES

Note: Female fitting goes first in item number. Please contact us for information about our MR Conditional options.
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Please contact us for 
information about our

MR Conditional
options

Oxygen Medical Air Vacuum Nitrous Oxide WAGD Carbon Dioxide

1/8” NPT Male

AD-OHUO-M2 AD-OHUA-M2 AD-OHUV-M2 AD-OHU2-M2 AD-OHUW-M2 AD-OHUC-M2

1/4” & 5/16” Hose Barb

AD-OHUO-HB4  AD-OHUA-HB4 AD-OHUV-HB4
AD-OHUV-HB5 AD-OHU2-HB4  AD-OHUW-HB4

AD-OHUW-HB5 AD-OHUC-HB4

DISS Male

AD-OHUO-DM AD-OHUA-DM  AD-OHUV-DM AD-OHU2-DM AD-OHUW-DM AD-OHUC-DM

1/4” NPT Male

AD-OHUO-M4 AD-OHUA-M4 AD-OHUV-M4 AD-OHU2-M4 AD-OHUW-M4  AD-OHUC-M4

1/8” NPT Female

AD-OHUO-F2  AD-OHUA-F2 AD-OHUV-F2 AD-OHU2-F2 AD-OHUW-F2 AD-OHUC-F2

DISS Handtight

AD-OHUO-DH AD-OHUA-DH AD-OHUV-DH AD-OHU2-DH AD-OHUW-DH AD-OHUC-DH

DISS Nut & Nipple

AD-OHUO-DN AD-OHUA-DN AD-OHUV-DN AD-OHU2-DN AD-OHUW-DN  AD-OHUC-DN

For ISO colors, replace the “U” with “I” - Oxygen, Medical Air and Vacuum only.

OHMEDA ADAPTERS
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HOSES & FITTINGS

Please contact us for 
information about our

MR Conditional
options

  

Oxygen Medical Air Vacuum Nitrous Oxide WAGD Carbon Dioxide

1/8” NPT Male

CO-OHUO-M2 CO-OHUA-M2 CO-OHUV-M2 CO-OHU2-M2 CO-OHUW-M2 CO-OHUC-M2

1/4” & 5/16” Hose Barb

CO-O HUO-HB4  CO-OHUA-HB4 CO-OHUV-HB4  
CO-OHUV-HB5 CO-OHU2-HB4  CO-OHUW-HB4

CO-OHUW-HB5 CO-OHUC-HB4

DISS Male

CO-OHUO-DM CO-OHUA-DM CO-OHUV-DM CO-OHU2-DM CO-OHUW-DM CO-OHUC-DM

1/4” NPT Male

CO-OHUO-M4 CO-OHUA-M4 CO-OHUV-M4 CO-OHU2-M4 CO-OHUW-M4  CO-OHUC-M4

1/8” NPT Female

CO-OHUO-F2  CO-OHUA-F2 CO-OHUV-F2 CO-OHU2-F2 CO-OHUW-F2 CO-OHUC-F2

DISS Handtight

CO-OHUO-DH CO-OHUA-DH CO-OHUV-DH CO-OHU2-DH CO-OHUW-DH CO-OHUC-DH

DISS Nut & Nipple

CO-OHUO-DN CO-OHUA-DN CO-OHUV-DN CO-OHU2-DN CO-OHUW-DN  CO-OHUC-DN

OHMEDA COUPLERS

For ISO colors, replace the “U” with “I” - Oxygen, Medical Air and Vacuum only.
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Please contact us for 
information about our

MR Conditional
options

     

Oxygen Medical Air Vacuum Nitrous Oxide WAGD Carbon Dioxide

1/8” NPT Male

AD-CHUO-M2 AD-CHUA-M2 AD-CHUV-M2 AD-CHU2-M2 AD-CHUW-M2 AD-CHUC-M2

1/4” & 5/16” Hose Barb

AD-CHUO-HB4  AD-CHUA-HB4 AD-CHUV-HB4
AD-CHUV-HB5 AD-CHU2-HB4  AD-CHUW-HB4

AD-CHUW-HB5 AD-CHUC-HB4

DISS Male

AD-CHUO-DM AD-CHUA-DM AD-CHUV-DM AD-CHU2-DM AD-CHUW-DM AD-CHUC-DM

1/4” NPT Male

AD-CHUO-M4 AD-CHUA-M4 AD-CHUV-M4 AD-CHU2-M4 AD-CHUW-M4  AD-CHUC-M4

1/8” NPT Female

AD-CHUO-F2  AD-CHUA-F2 AD-CHUV-F2 AD-CHU2-F2 AD-CHUW-F2 AD-CHUC-F2

DISS Handtight

AD-CHUO-DH AD-CHUA-DH AD-CHUV-DH AD-CHU2-DH AD-CHUW-DH AD-CHUC-DH

DISS Nut & Nipple

AD-CHUO-DN AD-CHUA-DN AD-CHUV-DN AD-CHU2-DN AD-CHUW-DN  AD-CHUC-DN

For ISO colors, replace the “U” with “I” - Oxygen, Medical Air and Vacuum only.

CHEMETRON ADAPTERS
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HOSES & FITTINGS

Please contact us for 
information about our

MR Conditional
options

    

Oxygen Medical Air Vacuum Nitrous Oxide WAGD Carbon Dioxide

1/8” NPT Male

CO-CHUO-M2 CO-CHUA-M2 CO-CHUV-M2 CO-CHU2-M2 CO-CHUW-M2 CO-CHUC-M2

1/4” & 5/16” Hose Barb

CO-CHUO-HB4  CO-CHUA-HB4 CO-CHUV-HB4  
CO-CHUV-HB5 CO-CHU2-HB4  CO-CHUW-HB4

CO-CHUW-HB5 CO-CHUC-HB4

DISS Male

CO-CHUO-DM CO-CHUA-DM CO-CHUV-DM CO-CHU2-DM CO-CHUW-DM CO-CHUC-DM

1/4” NPT Male

CO-CHUO-M4 CO-CHUA-M4 CO-CHUV-M4 CO-CHU2-M4 CO-CHUW-M4  CO-CHUC-M4

1/8” NPT Female

CO-CHUO-F2  CO-CHUA-F2 CO-CHUV-F2 CO-CHU2-F2 CO-CHUW-F2 CO-CHUC-F2

DISS Handtight

CO-CHUO-DH CO-CHUA-DH CO-CHUV-DH CO-CHU2-DH CO-CHUW-DH CO-CHUC-DH

DISS Nut & Nipple

CO-CHUO-DN CO-CHUA-DN CO-CHUV-DN CO-CHU2-DN CO-CHUW-DN  CO-CHUC-DN

For ISO colors, replace the “U” with “I” - Oxygen, Medical Air and Vacuum only.

CHEMETRON COUPLERS



Please contact us for information
about our MR Conditional options Oxygen Medical Air Vacuum Nitrous Oxide WAGD

1/8” NPT Male

AD-PBUO-M2  
CO-PBUO-M2  

AD-PBUA-M2  
CO-PBUA-M2 

AD-PBUV-M2  
CO-PBUV-M2  

AD-PBU2-M2  
CO-PBU2-M2  

AD-PBUW-M2
CO-PBUW-M2

1/4” & 5/16” Hose Barb

AD-PBUO-HB4  
CO-PBUO-HB4 

AD-PBUA-HB4 
CO-PBUA-HB4 

AD-PBUV-HB4  
AD-PBUV-HB5 
CO-PBUV-HB4 
CO-PBUV-HB5 

AD-PBU2-HB4 
CO-PBU2-HB4 

AD-PBUW-HB4
AD-PBUW-HB5
CO-PBUW-HB4
CO-PBUW-HB5

1/4” NPT Male

AD-PBUO-M4  
CO-PBUO-M4 

AD-PBUA-M4  
CO-PBUA-M4 

AD-PBUV-M4  
CO-PBUV-M4 

AD-PBU2-M4
CO-PBU2-M4 

 AD-PBUW-M4
CO-PBUW-M4

1/8” NPT Female

AD-PBUO-F2  
CO-PBUO-F2 

AD-PBUA-F2  
CO-PBUA-F2 

AD-PBUV-F2 
CO-PBUV-F2 

 AD-PBU2-F2  
CO-PBU2-F2 

AD-PBUW-F2
CO-PBUW-F2

Please contact us for information
about our MR Conditional options Oxygen Medical Air Vacuum Nitrous Oxide

1/8” NPT Male Oxequip AD-XQUO-M2 AD-XQUA-M2 AD-XQUV-M2 AD-XQU2-M2

1/4” Hose Barb Oxequip
5/16” Hose Barb Oxequip AD-XQUO-HB4 AD-XQUA-HB4 AD-XQUV-HB4

AD-XQUV-HB5 AD-XQU2-HB4

1/8” NPT Male MedStar AD-MSUO-M2 AD-MSUA-M2 AD-MSUV-M2 AD-MSU2-M2

1/4” Hose Barb MedStar
5/16” Hose Barb MedStar AD-MSUO-HB4 AD-MSUA-HB4 AD-MSUV-HB4

AD-MSUV-HB5 AD-MSU2-HB4

Oxequip & Medstar Adapters

For ISO colors, replace the “U” with “I”. Please contact us for additional options on our MedStar couplers.

Schrader Adapters & Couplers

For ISO colors, replace the “U” with “I”. For swivel options on the adapter, add “S” to the end of the item 
number.

Please contact us for information
about our MR Conditional options Oxygen Medical Air Vacuum Nitrous Oxide Nitrogen 

1/8” NPT Male

AD-SHUO-M2  
CO-SHUO-M2  

AD-SHUA-M2  
CO-SHUA-M2  

AD-SHUV-M2 
CO-SHUV-M2  

AD-SHU2-M2
CO-SHU2-M2

AD-SHUN-M2
CO-SHUN-M2

1/4”  &  5/16” Hose Barb

AD-SHUO-HB4 
CO-SHUO-HB4 

AD-SHUA-HB4  
CO-SHUA-HB4 

AD-SHUV-HB4 
AD-SHUV-HB5 
CO-SHUV-HB4 
CO-SHUV-HB5

AD-SHU2-HB4
CO-SHU2-HB4

AD-SHUN-HB4
CO-SHUN-HB4

1/4” NPT Male

AD-SHUO-M4 
CO-SHUO-M4 

AD-SHUA-M4 
CO-SHUA-M4 

AD-SHUV-M4 
CO-SHUV-M4 

AD-SHU2-M4
CO-SHU2-M4

AD-SHUN-M4
CO-SHUN-M4

1/8” NPT Female

AD-SHUO-F2 
CO-SHUO-F2 

AD-SHUA-F2 
CO-SHUA-F2 

AD-SHUV-F2 
CO-SHUV-F2 

AD-SHU2-F2
CO-SHU2-F2

AD-SHUN-F2
CO-SHUN-F2

Puritan Bennett Adapters & Couplers

FITTINGS & ADAPTERS
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1111 Lakeside Drive 
Gurnee, IL 60031-4099 USA

Toll Free: 866-549-6446
Fax: 847-855-6218
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